PROJECT

W360 Interior Landscape / Aquascape Light

80W LED/ 15°

- Plant / Coral Focused Light Spectrum
* Flicker-free for animal welfare

- High-Intensity Point Source LED

* Low-Profile

+ DMX Controllable

- Also Available with Other Optics

1689 Regatta Blvd., Richmond, CA 94804

(510) 620-5300

QUANTITY

ORDERING GUIDE
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Spectrum ‘

AMZ Amazon Sun (4000 - 6500K)
B Tuna Blue (10000 - 20000K)

Finish
WH White
BK Black

Mount

TOX w/ O-type DMX Track Adapter

TON w/ O-type Non-DMX Track Adapter

CLP w/ Clamp Mount

MPT w/ Monopoint Adapter Mount (PSX+120V only)

TG w/ G-type Track Adapter Legacy
TEX w/ E-type DMX Track Adapter product

*Custom Track Adaptors Available

Power Supply & Control

PS Power Supply

usXcu)

PSX Power Supply w/ DMX
(compatible with TOX/CLP/MPT mount)

®©d

Plug/Connection

us Us 120V
EU EU 220V
277 us277v

SPECIFICATIONS

Beam Angle

Spectrum Type

Control

LED Source

AC Power Draw

AC Input Voltage
Cooling

Operating Temperature
Fixture Weight

Power Supply Weight

Approved Regulatory
Standards

cielux@cielux.com

15°
AMZ : Plant Flourish & Growth

TB: Coral Health & Growth
Intensity (0% - 100%), CCT
DiCon Dense Matrix LED
80W max

100 - 240V AC, 60Hz

Fan Cooled

32-104°F (0 - 40°C)

1.31b (0.6kg)

1.0lb (0.4kg)

cETLus, FCC, RoHS, WEEE
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Cielux W360 Interior Landscape / Aquascape Light

MECHANICAL FIGURES

W3605- ps @ PsX @
TOX/TON
O—=] L=
= =
ul == o[ = ‘ =
- - i o 4.4" [ ‘ o - 4.4
: J@ SEAN (11.1cm) = Lo (1ldem)
() 5 |

ﬂu]uumm nﬁﬂn m.f;m)
” 82"
f III lllllllll !

in | (209 cm) _ T -
/ F ——n E o
’ j 044" = 7 1.3" = g
(e113cm) L/ (33cm) (3.3cm)
W3605- PsX @
TOX/TON
i . T
4.2" 4.2"
¥ (107cm) ﬁ mn (10.7cm)

(5.6cm) R RN e

o L— 52" ——— o 52
(24.4 cm)

82"
(20.9 cm)

o
/ | s8
\ n48em)
- 044"
. . (2 11.3¢m)

67"
(17.0cm)

‘ ES
(30.2cm)

82"
(209 cm)

Eﬂﬂn“numﬂngnnnﬁ ‘
o (LTI

4.7"
(120cm)

©4.4"
(2113 cm) =

1.2"
(3cm)

*All -CLP configuration models come with standard clamp pipe diameters that range from 1.8" to 2.0".

Mounting Bracket Dimensions (1%52;”)

ALL-CLP
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*All -CLP configuration models come with standard DC cables of 6" and AC cables of 6'.
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Cielux W360 Interior Landscape / Aquascape Light

MECHANICAL FIGURES
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PHOTOMETRIC DATA
AMZ Beam Angle : 15°
Distance e < L
(~0.9m) (~1.5m) (~3.0m)
90°
fc 2244 1131 221
@4000K
lux 24148 12165 2377
15° 60°
fc 2272 1145 224
@6500K
lux 24446 12316 2406
. 0.9’ @15 229
Beam Diameter (0.3m) (0.4m) (0.9m) cd
30°
TB Beam Angle : 15°
Distance & S LY
(~0.9m) (~1.5m) (~3.0m)
90°
fc 1622 584 145
@10000K 200
lux 17457 6285 1551 40
15° o
f 890 321 80 6040
@20000K 80d0
lux 9570 3445 851
100
Beam Diameter 209 215 229
(0.3m) (0.4m) (0.9m) 1200 cd
30° 0°
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DMX FOOTPRINT

Amazon Sun

1 Intensity
Channel

2 CCT (4000-6500k)

Tuna Blue

1 Intensity

2 CCT (10000-20000k)
Channel 3 Violet

4 Red

5 Green

COMPATIBLE ACCESSORIES

15" Safety Cable 2” Diameter Clamp Kessil Spec RPU 0-10V to DMX Converter DALI to DMX Converter
KSLSAFETYCABLE KSLCLAMP KSWRPU KsuscB1 KsuscB2

RAMP SETTINGS

Fixture manufactured after May 2026 have a toggleable "RAMP" setting for adjusting intensity slowly over a period of time, in order to
avoid harming sensitive animals. When enabled, the ramp setting shall make all changes over a period of 1% intensity per second,
without the need for an external controller. Please indicate if this required when ordering.

Cielux W360 Interior Landscape / Aquascape Light
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